
FRONT 

REAR 

NORTH END 

SOUTHEND 

Windows: 

Doors: 

Storm Windows 

War Memorial Building Painting Project 

Scope of work 

8 double hung windows 

2 casement windows (above entrance doors) 

2 metal entrance doors 

12 double hung windows 

1 metal entrance door 

2 double hung windows 

2 metal entrance doors (double doors) 

4 double hung windows 

TOTAL 

26 double hung windows 

2 casement windows 

4 metal doors 
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Windows 

All storm windows shall be removed upon start of work, before storm windows are 
reinstalled the glass and alwninum frame shall be cleaned with a glass cleaning product. 

All missing, damaged, loose, badly cracked existing glazing (putty) on shashes and grills 
shall be removed and replaced with exterior grade glazing (putty). 

Window frames, flashing, sills, trim, and shashes shall be scraped of all loose and badly 
cracked existing paint, all bare wood will be primed with exterior primer prior to 
painting, all cracks or gaps in wood frames will be caulked with white acrylic exterior 
caulk before painting. Number of coats of paint shall be two. The storm windows will 
be reinstalled using new aluminum screws with white heads. 

Note: 6 of the windows on rear (2nd floor) are vinyl clad but all trim and 

brick mold around these windows will be scraped and painted also. 

Note: The Facilities Manager will be notified of any rotted wood found on any 

part of window unit before repair is made or if repair cannot be made. 
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Metal doors and metal jambs will be painted with exterior oil base paint, wood frames, 
trim, flashing on door awnings will be scraped of all loose peeling and baclly cracked 
paint, bare wood shall be primed with exterior grade primer, any rotted wood found on 
door frames, trim, awning or any other part of door unit will be replaced. Number of 
paint coat.es will be two. 

Note: Facilities Manager will be notified of any rotted components found, or 

of any metal door or metal jamb components that are baclly corroded. 

Page 4 

3 

© Official Content of Madison County, VA Government



Page 4 

Materials 

White Exterior latex caulk plus silicone 

White Exterior primer 

White Exterior semi-gloss latex paint (15 - 20 yr) 

White Exterior semi - gloss oil paint 

Exterior glazing (putty) 

Quantities determined by contractor 

Work will be performed in a neat, safe, timely manner; all scrap, loose paint chips or 
unused materials will be removed from job site daily. Work cannot interfere with 
entrance and egress of building during court days as pertains to patrons and employees in 
the building. Facilities Manager will communicate with contractor on locations of work 
schedule on days of high pedestrian traffic. 

Madison County Facilities will purchase and supply the following items: 

Primer 

Paint 

Doors and door components 

Wood - all wood that needs to be replaced such as trim, brick mold, jambs, 

and any other wood components for windows and doors. 

The contractor will be responsible for the following: 

Caulk 

Glazing (putty) 

Fasteners (nails, screws, staples, glues, etc.) 
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Prepared by 

M. R. Weakley 

4/29/2014 

MEMO 

The South end metal door needs to be replaced, (not repairable) if you want to include 
this in the bid. 
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