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12" REINFORCED CONCRETE WALL

6" DRAINTILE
w/ FILTER FABRIC
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4" PVC weep 10'-0 O.C.
CRUSHED STONE

BACKFILL

1/4" = 1'-0"

WALL SECTION

PROPOSED RETAINING WALL
MADISON COUNTY TRANSFER STATION

SHELBY RD.

5-27-2013

CONSTRUCTION NOTES:

TRANSFER  BUILDING
EXISTING

20'-0" 35'-0"

EXISTING 
RETAINING WALL

NEW RETAINING WALL

MADISON COUNTY , VIRGINIA
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NEW 12" CONC. RETAINING WALL

NEW 8" CONCRETE SLAB
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RE-POUR CONCRETE OVER
EXISTING SLAB
SLOPE TO NEW INLET

PATCH ASPHALT 
AT DEMO AREA

PARTIAL SITE PLAN:
SC: 1/8" = 1'-0"

NEW ASPHALT

OVERHEAD WIRE

EXISTING POLE
to be removed

#5 VERTICAL REBAR

TRAILER DROP OFF AREA

CITIZEN DROP OFF AREA

42" HIGH GUARD RAIL

EXISTING CLEANOUT
TO BE EXTENDED TO NEW GRADE

8" THICK REIN. CONC. 
DOLLY WHEEL LANDING PAD

6'-0 x 10'-0
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STORM WATER
RETENTION

6" ADS PIPE

WWWW

31'-0"

CL

* CONFIRM LOCATION 
BEFORE PLACING

SECTION AT DOLLY WHEEL LANDING PAD

SC: 1/2" = 1'-0"

6'-0"
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8"

8"

#5 RE-BAR 16" O.C.
BOTH WAYS

1'
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GUARD RAIL TO MATCH EXISTING

3"
3"

#4 RE-BAR @ 12" O.C.
#6 RE-BAR @ 12" O.C.

2"2" #4 VERTICAL REBAR

#4 HORIZONTAL REBAR
12" O.C.

6" O.C.

12" O.C.

2'
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ALL RE-BAR LAPS TO BE A MIN. OF 2'-0
ALL RE-BAR TO BE GRADE 60
FOOTING CONCRETE TO BE 3000 PSI

( BOTH SIDES )

4'
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#5 VERTICAL REBAR
12" O.C.

5/8" RE-BAR DOWELS 12" O.C.
EPOXY 3" INTO WALL

ALL WORK TO CONFORM TO 2009 IBC CODE

SOIL BEARING ASSUMED TO BE 2000 PSF
SOIL ACTIVE PRESSURE 40.0  PSF/ft

UPPER STORM WATER INLET

LOWER STORM WATER INLET

SAW CUT EXISTING RET. WALL
REMOVE EXISTING SLOPED

WALL AND FOOTING

6"

EXISTING
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8" REIN. CONCRETE SLAB
1" BELOW EXIST. RET. WALL
SLOPED AS SHOWN TO

NEW INLET

#57 CRUSHED STONE

EXIST. UNDERGROUND CONDUIT

POUR NEW CONC. LEVEL ALONG RETAIN. WALL

NOTE:
REMOVE TOPSOIL AND DIRT FILL
BACKFILL WITH # 57 CRUSHED STONE

5" SLOPE 8" SLOPE

16" SQ.

16"

SAW CUT EXISTING ASPHALT
AS NEEDED TO OVERLAY

NEW ASPHALT

ALL SLAB CONCRETE TO BE 3500 PSI w/ AIR
8" TK. WITH # 5 RE-BAR @ 12" O.C.

REPAIR ASPHALT PAVING 
AS NEEDED AT NEW FOOTING AREA

RETAINING WALL CONCRETE TO BE 3500 PSI w/ AIR

NEW ASPHALT PAVING TO BE 
2" VDOT SM-2A over
4" VDOT BM-2

2'-9"

9'-3"

OVERLAY ASPHALT

42" HIGH STEEL

SECTION AT NEW CONCRETE SLAB

SC: 1/2" = 1'-0"

8"

#5 RE-BAR 12" O.C.
BOTH WAYS #57 CRUSHED STONE




